
INSTRUCTION  MANUAL

PSSTT26

68CM (26") STAINLESS STEEL 
TOOL TROLLEY

45-49 Whitfield Blvd, Cranbourne West, VIC 3977, Australia
pinnacle.net.au

THANK YOU
We appreciate the trust and confidence you have placed in PINNACLE through the purchase of this trolley.
We strive to continually create quality products designed to enhance your home. 
Thank you for choosing PINNACLE.
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Body

Push bar

6” swivel castor

6” swivel castor with brake

Lock

Lock bolt

M6 x 12 flange bolt

M8 x 30 hex bolt with spring washer

Slide (riveted)

Anti-tipping plate*

M6 x 16 Phillips Head screw*

ST 4.8 x 45 Phillips Head tapping screw*

M5 plastic anchor*

EVA foam mat - medium

Drawer M

Drawer N

Drawer P

Drawer Q
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PARTS LIST
1

1

*Anti-tipping hardware

Part No.2
Push bar 1 pc

Part No. 8
M8 x 30 hex bolt
with spring washer 

16 pc

Part No. 7
M6 x 12 flange 
bolt

4 pc

Part No.3
Swivel castors 2 pc

Part No. 4
Swivel castors
with brake

2 pc

Part No. 16
EVA foam mats 5 pc

Part No. 14
ST 4.8 x 45 
Phillips Head 
tapping screw

2 pc
Part No. 15
M5 plastic anchor 2 pc

ANTI-TIPPING HARDWARE

Part No. 13
M6 x 16 Phillips
Head screw

4 pc
Part No. 12
Anti-tipping plate 1 pc
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SAFETY INFORMATION

1. Do not open more than one drawer at a time.
2. Do not let children approach the tool trolley.
3. To help prevent the product from tipping, load the product starting with the bottom drawers.
4. Keep the locking castors brake set unless you are moving the trolley. This will help to 
     prevent the product from rolling.
5. Lock drawers before moving the trolley.
6. Do not step in any drawer/drawers.
7. Do not alter this product in any manner.
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Warranty 10

CAUTION Only transport this product 
when empty. Properly secure when 
transporting.

CAUTION Do not lift this product  
directly with a fork lift or tow with any 
mechanical devices.

DANGER Do not mount this product on 
a truck bed or any other moving object.

CAUTION Do not exceed the maximum 
product weight, including contents. Do not 
exceed the maximum weight for each 
drawer. See Specifications on page 9.

DANGER Do not move the product  
prior to closing and locking all the drawers. 
The drawers could come open and make 
the product unstable and tip.

WARNING Keep the product on a level
surface. The product may become unstable 
and tip if stored or moved on an uneven 
surface.



ASSEMBLY INSTRUCTIONS
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TOOLS REQUIRED

M8 (13mm) socket & 
socket spanner

Adjustable wrenchSafety gogglesM6 Phillips Head 
screwdriver

Place on level ground.

Remove all packaging materials and dispose 
of correctly.

Unlock the trolley with key provided.

Locate all the parts and hardware in the trolley - 
count & check.
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PRIOR TO ASSEMBLY

NOTE: Begin product assembly close to the final 
intended location of your trolley. This product is 
heavy and may be di�cult to move after assembly.

Attach Part 2 push bar with Part 7
M6 flange bolts (4 pcs).
Do not over tighten the hardware.

STEP 1

1

Lock trolley.

Lay down the trolley on the backside.

Install castors with Part 8 (M8 x 30), 
(4 pcs)  per castor. Ensure swivel castors 
Part 4 are installed on the same side 
(front of trolley).
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STEP 2

CAUTION:
Two or more people require 
to complete this step.

TEAM

LIFT

ASSEMBLY INSTRUCTIONS

1

STEP 3

Turn trolley over into upright position.

CAUTION:
Two or more people require 
to complete this step.

TEAM

LIFT
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PINNACLE Tool Trolleys and Tool Chests are 
supported by a 2 Year Warranty against faulty 
workmanship and materials. The warranty 
applies from the date of purchase. 

PINNACLE products are designed and 
manufactured for a specific purpose and 
if used for purposes other than their 
intended application will not be covered 
by the warranty. 

The Warranty does not cover products that 
have been altered, overloaded, abused, 
misused, or subjected to use beyond normal 
usage conditions. 

The Warranty does not cover product failure 
due to neglecting to follow instructions or 
not maintaining the product in accordance 
with information included in the Instruction 
Manual. 

If this product exhibits defects in materials or 
workmanship (excluding those resulting from 
abnormal or unwarranted usage outlined in 
the Instruction Manual), you have the option, 
at your own expense, to return the product 
to the point of purchase. 

Under the Warranty you are entitled to a 
replacement or refund for a major failure 
and compensation for any other reasonably 
foreseeable loss or damage. You are also 
entitled to have the goods repaired or 
replaced if the goods fail to be of acceptable 
quality and the failure does not amount to a 
major failure. 

WARRANTY INFORMATION

You will be required to produce the original 
proof of purchase document disclosing 
the purchase date. 

All costs of return transport/freight, travelling 
expenses, hiring of alternate product and 
insurance are not covered under this Warranty. 

Your entitlements under this Warranty are 
supplementary to any other rights conferred 
upon you by Australian Consumer Law or other 
pertinent regulations. Our products are 
accompanied by guarantees that cannot be 
excluded under the Australian and New 
Zealand Consumer Law.  

To the extent permitted by law, all other 
warranties, whether implied or otherwise, not 
set out in these conditions of Warranty, are 
excluded and Sandleford Holdings Pty Ltd is 
not liable in contract, (including, without 
limitation, negligence or breach of statutory 
duty) or otherwise to compensate the 
customer for any increased cost or expense, 
any loss of profit, revenue, business, contracts 
or anticipated saving, any loss or expense 
resulting from a claim by a third party; or any 
special, indirect or consequential loss or 
damage of any nature whatsoever. 

SERVICE PARTS

For service information contact:
pinnacle.net.au

 

Part No. 263012
Lock Set 90°

Part No. M
Drawer M

Part No. N
Drawer N

1 pc

2 pc

Part No. P
Drawer P 1 pc

Part No. Q
Drawer Q 1 pc

SPECIFICATIONS

PSSTT26

Maximum loading capacity: 600 kg

Empty weight: 53 kg

Maximum holding capacity: 107,279 cm3.

Dimensions: 680 W x 467 D x 950 H mm.

Drawer Capacity: Drawers M, N & P: 30kg; Drawer Q: 60kg



REMOVING AND INSTALLING DRAWERS

Empty the drawer.

Fully extend drawer.

Left side: Push the locking tab down and hold.

Right side: Pull the locking tab up and hold.

Pull out the drawer to remove.

To reinstall, push the drawer into the slides until the drawer stops.

MAINTAINING THE CASTORS

Grease the castors annually using 
high quality bearing grease.

MAINTAINING THE DRAWERS

Periodically clean the drawer trim, and
inside the drawers with a mild detergent and water.

Lubricate the slides semi-annually with grease or equivalent.

The use of drawer liners is recommended to protect
the finish inside the drawers and make the drawers
easier to clean.  These can be cleaned with soap and water.

Remove grease and oil with a standard,
non-flammable cleaning fluid.

MAINTENANCE & OPERATION

Regularly check and tighten screws/bolts.
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CARE AND CLEANING

STAINLESS STEEL
To help protect the stainless steel finish, use a soft clean cloth to clean and maintain all surfaces.  
Do not use harsh chemicals or solvents. Damp cloth only.

TIMBER 
Use a damp warm cloth to clean dust or sticky residue.

ASSEMBLY INSTRUCTIONS

STEP 4

For anti-tipping installation, please place
trolley in preferred location & attach 
anti-tipping hardware as follows:
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Attach Part 12 to back of trolley using 
Part 13 (4 pcs).

To anchor to wall, first mark anchor points 
through the anti-tipping plate.

Drill into masonry wall using a masonry 
drill bit. Drill hole & insert Part 15 into wall 
& fix trolley using Part 12 (2 pcs), to wall 
using Part 14 (2 pcs).

Check trolley to ensure secure fitting 
against wall & ensure castors are locked 
& facing correct direction.
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